Wall Street Modified

BUILTFORBOWLING

Oil Pattern Distance: 36 Feet Reverse Brush Drop: 36 Feet Oil Per Board: 50 uL
Forward Oil Total: 7.4 mL Reverse Oil Total: 17.15 mL Volume Oil Total: 24.55 mL
Forward Boards Crossed: 148 Boards Reverse Boards Crossed: 343 Boards Total Boards Crossed: 491 Boards
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Start  Stop Loads Speed Crossed Stat End Fest T.0il .
1 21 2R 4 14 148 00 70 7D 7400 Conditioner:
2 3L 3R o 18 0 70 360 290 o | Type Inor Select 55
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TransferType:
Type In or Select
One
45
Forward
Reverse
Forward Reverse Mlare
I ®
Start Stop Loads Speed Crossed Start End Feet T.0il .
1 2L 2R 0 30 0 360 2350 -70 ] Combined
2 7L R 1 18 27 290 270 -20 1350 -
3 EL R 3 18 87 270 200 -70 4350
4 5L ER 3 14 53 200 150 -50 4650 Buff
5 4L 4R 3 14 99 150/ 100 -5.0/ 4950
g 2L 2R 1 14 37 100 50 -10 1850 1] L 25
T 2L 2R 0 14 0 %0 00 -5%0 ]
15
Farward Reverse Mlare
This Pattern Up Loaded From Slot # 7 In Lane Machine On 9/22/2026 3:36
PM
5
ltem AL-7L18L-18R BL-12L18L-18R 13L-17L:18L-18R 18L-18R:17R-13R 18L-18R:12R-8R 18L-18R:7R-3R
Description Cutside Track:Middle Middle Track:Middle | Inside Track:Middle Middle: Inside Track Middle:Middle Track | Middle:Outside Track
Track Zone Ratio 142 1 1 1 1 142
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