Main Street (Modified)

BUILTFORBOWLING

Oil Pattern Distance: 41 Feet
Forward Oil Total: 11.1 mL
Forward Boards Crossed: 222 Boards

Reverse Brush Drop: 41 Feet
Reverse Oil Total: 14.2 mL
Reverse Boards Crossed: 284 Boards

Start  Stop Loads Speed Crossed Stat End Fest T.0il .
1 21 2R 6 18 222 00 150 150 11100 Conditioner:
2 3 2R o 18 0 150 310 160 o | Type Inor Select
3 2L 2R 0 26 0 310 380 50 ] One
4 2L 2R 0 a0 0 30 410 50 ] TransferType:
Type In or Select
One
Forward
Reverse
Forward Reverse Mlare -
Start Stop Loads Speed Crossed Start End Feet T.0il .
1 2L 2R 0 30 0 410 320 -50 ] Combined
2 2L 12R 2 18 34 320 270 -50 1700 -
3 11L 11R 2 18 38 270 20 -50 1900
4 10L  10R 2 14 42 220 190 -30 2100 Buff
5 gL SR 2 14 46 190 160 -30 2300
& 8L iR 2 14 R0 160 130 -30 2500
T 2L 2R 2 14 74 130 100 -30 3700
8 2L 2R 0 10 0 100 0.0 100 ]
Farward Reverse Mlare

Download PDF for full description.

Oil Per Board: 50 uL
Volume Oil Total: 25.3 mL
Total Boards Crossed: 506 Boards
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